YK-368L instruction Manual

The  Back-lit version YK-368L mainly designed for stand-alone electric door lock installation. Its 3 Amp output relay provides N.C. and N.O. dry contacts for door strike and virtually compatible with any electric locking devices. 

FEATURES

* Direct 12-24V AC/DC Operation

* Over 100 Million Code Combinations

* 100 User Codes with 4-8 Digits

* Operates Fail-safe or Fail-secure Locking Device

* One 3 Amp Relay Output with N.C. & N.O. Contacts

* Egress Input for Door Remote Triggering

* All Features are Keyboard Programmable

* Non-volatile Memory in Power Failure

* Flush or Surface Mount

* Surface Mount Box in White (Back-lit Version)

* Size : 116(H) X 72(W) X 43(D) mm

 1. Setup
   1). Modify login password (Default Login password  "1 2 3 4").

Press  *  Login password  #  0  new login password  # new login password again  #
Note: the new login password should be any 4 -8 digits .

3). Add single user password.

Press  * Login password  #  5 00 new user password   #  *
  Note: the user password should be any 4 - 8 digits.

3). Delete single user password.

    Programming other new user password again. 
5). Add  Multi-User  password

Press  * Login password   #   5 01   input code     new user password   #  * 

Note: The user password should be any 4 - 8 digits.  The input code should be two figures from 000 to 999, which should not duplicate. The code must be input. If add more than one user password . Please input again. 

6). Delete  Multi-User  password

Press  * Login password   #   5 02   input code     #  * (Delete Multi-User password   )
Press  * Login password   #   5 02    0 0 0 0         #  *  (Delete all Multi-User password)
7). Set the length of open time:

Press  * Login password   #    4     X   X    #   * .

    Note: XX is from 01-99, unit is second, factory setting is 3 seconds.

2. How to use: 
1) Use single/multi-user password:   Press  user password #. 
2)  Use Login password :   Press  user password #. 

4). If program password is forgotten, you can use jumper switch“RESET”at the main board to restore factory setting. First, power off. Then set jumper switch to“ON”position. Power on. Shift the jumper switch back to “OFF”position after two beeps of the buzzer, now the factory setting return to default Login password  "1 2 3 4" . 
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