Zoznam súčiastok:
R1 – 20kOhm 

R2 – 2kOhm 

R3, R4, R5, R6, R7, R8, R9, R10 – 300Ohm 

R27 – 1,2kOhm 

R13, R14 – 2,2kOhm 

R15, R16 – 12kOhm 

R17, R18 – 11kOhm 

R19 – 1,1kOhm 

R20 – 22kOhm 

R21, R22 – 30Ohm 

R23, R24 – 360Ohm 

R25, R26 – 1kOhm 

R28, R29 – 270Ohm 

R30, R31 – 3,9kOhm 

R32, R33, R51 – 82Ohm 

R34, R35 – 330Ohm 

R36 – 220Ohm 

R37, R38, R39, R40 – 680Ohm 

R41, R42, R43, R44 – 10Ohm 

R45, R46, R47, R48 – 0,33Ohm/ 5W, drôtový 

R49, R50 – 10Ohm/ 2W, vrstvový ( nie metaloxidový ) 

P1 – 2,2kOhm, trimer 10 otáčkový 

C1 – 390pF/ ker. 

C2, C3, C15, C16, C23, C24, C25 – 0,1uF/ 100V/ fóliový 

C7, C12, C17, C18 – 0,1uF/ 50V/ ker. 

C4, C5, C13, C14, C21, C22 – 100 alebo 220uF/ 63V/ rad. 

C6A, C6B – 330uF/ 63V/ rad. 

C8 – 180pF/ ker. 

C9 – 47pF/ ker. 

C10, C11 – 10pF/ ker. 

C19, C20 – 10nF/ 50V/ ker. 

L1 – tlmivka, 12 závitov drôtom CuL o priemere min. 1mm, navinutého na R49 

D1, D2, D3, D4, D11, D12 – 1N 4004 alebo 1N 4007 

D5, D6, D7, D8, D9, D10 – 1N 4148 

D13, D14, D15, D16 – Zenerová dióda 20V/ 0,8W ( min. ) 

Q1, Q2, Q5, Q7, Q9, Q10 – MPS 8099 alebo MPSA 06 

Q3, Q4, Q6, Q8, Q11 – MPS 8599 alebo MPSA 56 

Q13, Q14 – 2N 3440, 2N 3439 

Q12, Q15 – 2N 5416, 2N 5415 

Q16 – MJE 15030 

Q17 – MJE 15031 

Q18, Q20 – MJ 15003 

Q19, Q21 – MJ 15004

 

